U.PI. AUTOCLAVES

VACUUM-PRESSURE IMPREGNATING AUTOCLAVES

# o

Complete System Design and Installation

ASME Section VIII, Division 1 Certified
National Board Registered

Vertical and Horizontal Designs

Vacuum and Non-Vacuum Designs

Carbon or Stainless Steel Construction

Many Standard Designs Available

Custom Designs to Suit Y our Needs

Manual, Semi— and Fully Automatic Controls
Packaged Assembly — Process Tank/Storage Tank/
Support Equipment - Available on Many Designs
Quick Opening or Economical Bolted Doors
Jacketed or Non-Jacketed Storage Tanks

Madein USA Since 1971

Reliable and Efficient Operation

Contact usfor a

Individual or Multiple Unit Construction
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U.PI. AUTOCLAVES

VACUUM-PRESSURE IMPREGNATING AUTOCLAVES

Support and Optiona Equipment
10 Micron Vacuum Pump
Chamber Load Plate w
False Bottom N
Shaft Well
Insert Liners, Removable
Automatic Resin Transfer Line Strainer Economical
g:eanogth  Recorder: P V. Bolted Door Available on

ocess Chart Recorder: Process Tank Vac- N
uum, Process Tank Pressure, Resin Tempera- Resin Dip Tank Many Models
ture, Internal Component Tempera-

ture
Capacitance Meter
Nitrogen Break
Packaged Assembly for Ease of Installation, Factory Tested
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